
Beaconless tracking for PTZs, robotics, and third-party audiovisual systems

KORE 
is a server running a unique AI 
trained by "deep learning" over 
thousands of hours of shows. It uses 
KAPTA sensor feeds to detect, track, 
and identify targets.

KAPTA
is a sensor made up of multi-spectral 
cameras (visible near-infrared, and 
thermal). It hangs above the stage 
area and scans the  space in 3D and 
in real-time.

KRATOS
The user software controls the entire 
system, manages automations, and 
sends tracking data in real time to 
third-party audiovisual systems 
(sound, lighting, video, media, etc.).

Lightweight
& compact

30 min
set up time

Beaconless
Tag free

Ease
of use

Performance

Fully compatible with IO.BOT
Seamlessly integrate K SYSTEM with XD motion’s IO.BOT 
software to quickly and accurately automate camera 
movements based on beaconless real-time tracking 
data, saving time, reducing costs and unlocking new 
creative possibilities.

KRATOS
Available and free on
www.naostage.com

KRATOS

ZONES
Design your scene,
create event zones
for effects and automations.

CALIBRATION
Calibrate your 3D space
and KAPTA sensors.

> LIVE SHOWS & EVENTS

> FIXED INSTALLATIONS

> STUDIOS

> INMERSIVE & INTERACTIVE
   EXPERIENCES

ACTIONS
Create scenarios, interactions
and cues using actions.

TARGET PATCHER
Design your show and 
assign KORE detections
for each of your performers.
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